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(57) Abstract: The invention relates to afilm (66) with 
at least one electrical component and a method for pro- 

^ duction of such a film. An adhesive layer of a radiation- 

curing adhesive is applied to a base film (61). The adhe- 
sive is applied to the base film in the structured form of 
a pattern and/or is irradiated according to a pattern, such 
that the adhesive hardens in a structured form, according 
to the pattern. A transfer film (41) is applied to the ad- 
hesive layer, comprising a support film and an electrical 
functional layer. The support film (41) is removed from 

-52 y>^se. film, the adhesive layer and the film body, com- 

prising the electrical functional layer, whereby the elec- 
trical functional layer remains on the base film (61) in 
a first region, stractured in the form of a pattern and, in 
a second region, structured in the form of a pattern, the 
electrical functional layer remains on the support film 
and is removed with the support film finom the base film 

-S3 (61). 

(57) Zusanunenfassung: Die Erfindung betrifiFt 
eine Folic (66) mit zumindcst cincm clcktrischen 
Bauelement sowie ein Verfahren zur Herstellung einer 
solchen Folie. Auf eine Grundfolie (61) wird eine 
Klcbcrschicht aus einem Strahlungs-vemetzbaren 
Kleber aufgebracht Die Kleberschicht wird auf 
die Grundfolie in musterf^rmig strukturierter Form 
. 55 aufgebracht und/oder derart musterfSrmig bestrahU, das 
die Kleberschicht mustcrfcSrmig stnikturiert aushMrtet 
Auf die Kleberschicht wird eine Transferfolie (41), die 
eine Trageifolie 
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und eine elektrische Funktionsschicht aufweist, aufgebracht. Die Tragerfolie (41) wird von dem die Gnmdfolie, die Kleberschicht 
und die elektrische Funktionsschicht umfassenden FolienkOrper abgezogen, wobei in einem ersten musterfbrmig strukturierten Bere- 
ich die elektrische Funktionsschicht auf der Grundfolie (61) verbleibt und in einem zweiten musterfbrmig strukturierten Bereich die 
elektrische Funktionsschicht auf der Tr^gerfolie verbleibt und mit der Tr&gerfolie von der Grundfolie (61) abgezogen v^^iid. 



